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H

POLYESTER FILM NON- INDUCTIVE  CAPACITORS
聚酯膜箔式無感電容器

PEN Series

iFEATURE  特點

 (1) High stability of capacitance & DF versus temperature & frequency

 (2) High insulation resistance 

  (3) Non-inductive construction
  (4) High pulse rise rate(du/dt) & suitable for large current circuit

  (1) 容量耗損隨溫度頻率變化具高穩定性    

  (2) 高絕緣電阻

 (3) 無感結構

 (3) 高電流爬升率和適用於大電流迴路 
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 0.033      14.0 11.0  7.0   10.0  0.6  14.0 11.0  7.0   10.0  0.6  14.0 11.0  7.0  10.0  0.6   14.0 15.0  9.0  10.0  0.6

0.047     14.0 12.0  7.0  10.0  0.6  14.0 11.0  7.0  10.0  0.6  18.0 13.0  8.5  15.0  0.8  23.0 15.0  9.0  20.0  0.8

0.068     14.0 14.0  7.0  10.0  0.6  18.0 13.0  8.5  15.0  0.8  23.0 15.0  8.5  20.0  0.8  23.0 17.0  9.0  20.0  0.8

0.1         14.0 14.0  7.0  10.0  0.6  23.0 15.0  8.5  20.0  0.8  23.0 16.0  9.0  20.0  0.8  23.0 19.0 10.5 20.0  0.8

0.15       18.0 13.0  8.0  15.0  0.8  23.0 16.0  9.0  20.0  0.8  31.0 18.0  9.0  27.5  0.8  31.0 19.0 11.0 27.5  0.8

0.22       18.0 16.0 11.5 15.0  0.8  23.0 18.0 11.0 20.0  0.8  31.0 19.0 10.0 27.5  0.8  31.0 23.0 14.0 27.5  0.8

0.33       23.0 19.0 11.5 20.0  0.8  31.0 19.0 11.0 27.5  0.8  31.0 21.5 13.5 27.5  0.8

0.47       23.0 21.0 12.5 20.0  0.8  31.0 21.0 12.0 27.5  0.8 
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杰廣電子有限公司 
Jaguar Electronic Technology Co., Ltd.   Web Site:www.jecomponent.com 

 


